Kelin polyurea tile grout ay isang bagong overturning produkto. Dahil sa mahusay na paglaban ng
polyurea, paglaban ng kaagnasan, dilaw na paglaban, mataas na temperatura paglaban at iba pang
mas mataas na pagganap, malawak itong ginagamit sa industriya ng militar, industriya ng
aerospace at vessels. Ang aming produkto ay ganap na polyure pangunahing produkto, ay
maaaring mas mahusay na ginagamit sa mga joints ng ceramic tile, bato, salamin, mosaic tile sa
pader o harina panloob at panlabas. Mayroon itong sariling mga espesyal na katangian:
permanenteng kahalumigmigan patunay, higit pang kapaligiran, paggamot mabilis, i-save ang
paggawa at hindi kailanman discolor, na kung saan ay ang pinakamalaking kalamangan. Bilang
karagdagan, ito ay mabilis na nagpapatibay, konstruksiyon at malinis na gilid sa parehong araw,
makatipid ng oras at mga gastos sa paggawa. Higit sa lahat, maaari itong itayo sa wet subbase
surface, na lubos na malulutas ang problema na hindi maaaring makagawa dahil sa klima at iba
pang mga dahilan. Australia joint research and development products upang gumawa ng mas
mahusay na pagganap, at sa pamamagitan ng Chinese Academy of Sciences strategic control
guidance control, upang gumawa ng mga produkto "kalidad matatag. Maligayang pagdating Kulay
tile grawut pakyawan.
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Varieties ng mga kulay para sa iyong pinili. Nagbibigay din ng mga pasadyang kulay.


https://ph.tilegroutmanufacturer.com/downloads.html
https://ph.tilegroutmanufacturer.com/downloads.html
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Polyurea Basic Tile Grout Tampok.

ENVIROMMENTAL ( construction solid about 80-100%) WEATHER RESISTAMNCE (qvb2000h)

CONVENIENT CONSTRUCTION 3"GENERATION EMERGY CONSERVATION

{traditional construction method) POLYUREA BASIC ( -5*Csolidify , primary film formation is 375um)

WEAR RESISTANCE (750g/500 times abrasion loss 30mg)

WATER PROOF (0.6mm Polyurea=2mm Polyurethane) CORROSION RESISTANCE (salt fog resistance for 2000h)

Magbigay ng buong solusyon sa puwang ng kuwarto



BATHROOM

The wall and floor tiles

lprionicer wbn GLAZED WINDOW
The door edge :
The bathtub edge The window edge

The glass gap
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TOLIET

The wall and floor tiles
The closestool edge
The washbowl edge
The door edge
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The range hood edge

- The kitchen top edge

= 1\ The edge of the sink
) ~ The door edge
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- KITCHEN
:-Jl',_ The wall and floor tiles

BEDROOM

The wall and floor tiles =
The door ed
% LIVING ROOM -

The wall and floor tiles
The TV backdrop wall
The door edge

BALCONY

The wall and floor tiles

The door edge

The glass gap

Maikling proseso ng konstruksiyon



Clean the tiles and
keep itdry

Squeeze ou
60-80cm long grout
in the forepart

Polish with tile wax
except the glazed

E\-;Enly squeeze out
the tile agent along
the gap

Open & Watch, both
sides can extruded
meanwhile

Press the gro with
professional
glue-press tools

Screw on the nozzle,
put on the grout
gun

Dbﬁ:flouch in2-4
hours and remove
excess grout then.

Professional Joint-Pressing Tools.

Inclined cut the top
of the nozzle in 45°

Keep the tiles dry in
24 hours

Cutt Pointin Formin Perchin Maskin Stainless Cleanin
( K%ifgr | trowelg | Brush | St]‘ckg | I(r:ifeg | Tapega Steel Ball | Al g)

Kumpanya ng Kumpanya



One - Stop Full
Line of Tile Grout

Pangkalahatang-ideya ng pabrika

Pagpuno ng linya ng makina Film-coated machine. Real Material Stock.

Sertipikasyon






